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Identifying flood risks early
Self-sufficient water level measurement

Streams may look idyllic, but they can become a real danger during heavy rainfall. 
They are often the cause of devastating floods. With RCT’s HYDROview water level 
monitoring system, such waterways can be monitored easily and flexibly –  
allowing hazards to be detected early on.
 

The 2021 flooding in the Ahr Valley, Germa-
ny, demonstrated that smaller streams were 
the cause of this once-in-a-century disaster. 
Triggered by heavy rainfall, they carried up to 
400 times more water than usual – and did so 
in a very short period of time. Experts therefore 
advocate for the continuous monitoring of even 
smaller streams using measurement techno-
logy. This is the only way to detect an impending 
flood early on.

Requirements for water level measurement 
What is needed are smart water level measu-
rement devices that can be set up quickly and 
flexibly as needed and, above all, operate auto-
nomously – even along rivers and streams far 
from any energy infrastructure.

Disadvantages of previous solutions 
Water level measurement devices have been 
around for some time. However, their complex, 
labor-intensive, and comparatively expensive 

setups – involving brackets, mounting elements, 
and cables to external power sources – are a 
drawback.

Easy installation
With HYDROview, RCT now offers a water level 
measurement device that enables easy instal-
lation and commissioning, as well as self-suf-
ficient and mobile operation. The new develop-
ment features a cost-effective sensor that 
cyclically measures water levels capacitively, 
detects flood hazards, and issues alerts.

Quick setup
Using a measuring rod equipped with a mea-
surement and data processing unit – which 
can be easily positioned near the shore – both 
water level data and GPS data can be collected 
and transmitted. The electronics communicate 
with the outside world via GSM/NB-IoT on the 
LTE network. In the event of a flood risk, the 
transmission frequency changes. Data is then 



Benefits at  
a glance

RCT HYDROview
automatically transmitted at shorter intervals. 
The battery-powered (battery life depends on 
transmission frequency) water level measuring 
device operates completely autonomously wit-
hout external aids.

Geodata included
In addition to monitoring and transmitting 
physical parameters such as water level and 
temperature, the unit’s geolocation can also be 
transmitted.

Industrial-grade and weatherproof
The measuring device can be configured ex-
ternally via radio. A programming cable is not 
required for this. Additional information, such as 
the location, can also be stored. 

Thanks to its compact design, the entire unit is 
industrial-grade, UV-resistant, and suitable for 
use in demanding weather conditions (tempera-
ture range: −20 °C to +50 °C).

•	 Cost-effective to purchase

•	 Easy installation and commissioning

•	 Mobile and flexible use

•	 Self-sufficient operation (Battery life  
depends on the transmission rate)

•	 Automated, periodic level measurement

•	 Secure wireless technology (GSM/NB-IoT  
on the LTE network)

•	 Transparency through geodata  
(GPS, cell ID)

•	 Continuous level monitoring

•	 Quick information via apps (mobile,  
desktop, or via API to third-party systems}



Battery compartment: removable,  
4 x 3.6V batteries, 7200 mAh.  
Plastic protective cap optional)

Aluminum housing: fully encapsulated to 
protect the electronics (GSM module and 
GPS module); data transmission via GSM, 
GPRS, LTE, and CAT M1 – depending on 
network quality.

	

Measuring probe (carbon): 
100 cm, 150 cm, or 200 cm; height-adjus-
table depending on the required measu-
ring range; precise calibration via a web 
application from a remote location.

Brass bushing: for securing the  
probe in the metal base.

Metal base: 50 cm or 100 cm with a stain-
less steel tip for installation in a stream 
bed or embankment, or for embedding in 
concrete.

Alternatively: A base with a steel plate 
for mounting on concrete slabs or similar 
surfaces.

Technical details

Aluminum housing with integra-
ted electronics, encapsulated

Optional:  
Plastic protective cover

Optional:  
Protective cover, plastic, lockable

Screw-on metal sleeve for driving 
the metal foot into the ground



How the electronics work
Water level 
A capacitive sensor is used to measure the 
water level of a river, stream, or other body 
of water at regular intervals. The water level 
probe does not necessarily have to be submer-
ged in the water; it can also be placed near the 
bank. The cyclic measurement results are com-
pared with stored threshold values and saved. If 
necessary, a cyclic notification or alarm is sent. 
The last 24 measured values are transmitted via 
GPRS/LTE or Cat M1, NB-IoT to a stored destina-
tion address. Measurement range = 0 cm to 150 
cm. Other measurement parameters available 
upon request.

Temperature 
The ambient temperature is measured using a 
thermocouple located inside the probe. This va-
lue is also stored and compared with setpoints. 
Measurement range: -20°C to +50°C.

Geodata 1  
The unit's location is tracked and transmitted at 
regular intervals.

Geodata 2 
When the measurement values are transmit-
ted, the received cell IDs are also transmitted to 
enable location tracking even without GPS.

Sabotage
If the unit is shaken or removed, an alarm con-
taining geolocation data is also transmitted.

Storage 
In addition to programming the parameters, 
other important information can also be stored 
and transmitted remotely. 

Energy supply  
4 x 3.6-volt lithium batteries, battery life 
approx. 3 years (depending on transmission 
frequency)

Protection class 
IP 67 (probe) and IP 65 (electronics)
 
Standards 
IEC 60079-0 (Ed. 7.0) · IEC 60079-11 (Ed. 6.0), 
CAN/CSA C22.2 No. 60079-0:19, CAN/CSA C22.2 
No. 60079-11:14, ANSI/UL 60079-0 (Ed 7.0), ANSI/
UL 60079-11 (Ed 6.0). In accordance: 
1. with Annex III of the Directive on equipment 
for use in potentially explosive atmospheres 
2014/34/EU 
2. with Annex III of the Radio Equipment Directi-
ve 2014/53/EU (RED) 
3. with the EMC Directive 2014/30/EU 
4. with the Low Voltage Directive 2014/35/EU

 



Installation options

Measuring probe driven into 
the ground near the shore

Measuring probe driven 
into the riverbed

Measuring probe attached to a concrete  
foundation via a screw connection. e.g. sewer
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